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Foreword 

This Technical Specification (TS) has been produced by the S"" Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The present document describes the overall architecture of the UTRAN, including internal interfaces and assumptions 
on the radio and lu interfaces. 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of pubhcation, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 
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" UTRAN lu Interface Data Transport & Transport Signalling". 
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3GPPTS 25.424: 


"UTRAN lur Interface Data Transport & Transport Signalling for Common 



Transport Channel Data Streams". 



[11] 3GPP TS 25.434: "UTRAN lub Interface Data Transport & Transport Signalling for Common 

Transport Channel Data Streams". 
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[13] IETF RFC 2474: "Definition of the Differentiated Services Field (DS Field) in the IPv4 and IPv6 

Headers " December 1998 

[14] IETF RFC 768: "User Datagram Protocol", (8/1980) 

[15] "Information technology - Open Systems Interconnection - Network service definition", X.213, 

ISO/IEC 8348. 

[16] "Information technology - Open Systems Intercormection - Network service definition 

Amendment 1: Addition of the Internet protocol address format identifier", X.213/Amd.l, 
ISO/IEC 8348. 

[17] IETF RFC 791 (1981): "Internet Protocol". 

[18] 3GPP TS 25.426: "UTRAN lur and lub Interface Data Transport & Transport Signalling for DCH 

Data Streams". 
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3GPP TS 23.236: "Intra-domain connection of Radio Access Network (RAN) nodes to multiple 
Core Network (CN) nodes". 



[21] 



3GPP TR 43.930: "lur-g interface; Stage 2". 



3 



Definitions and abbreviations 



3.1 



Definitions 



For the purposes of the present document, the following terms and definitions apply: 

ALCAP: generic name for the transport signalling protocols used to set-up and tear-down transport bearers 

Cell: Radio Network object that can be uniquely identified by a User Equipment from a (cell) identification that is 
broadcasted over a geographical area from one UTRAN Access Point 
A Cell is either FDD or TDD mode. 

lu: interface between an RNC and an MSC, SGSN or CBC, providing an intercormection point between the RNS and 
the Core Network. It is also considered as a reference point 

lub: interface between the RNC and the Node B 

lur: logical interface between two RNCs 

Whilst logically representing a point to point Unk between RNCs, the physical realisation need not be a point to point 
link. 

lur-g: logical interface between RNC/BSS and BSS 

Whilst logically representing a point to point link between RNC/BSS and BSS, the physical realisation need not be a 
point to point link. 

Logical Model: Logical Model defines an abstract view of a network or network element by means of information 
objects representing network element, aggregations of network elements, the topological relationship between the 
elements, endpoints of cormections (termination points), and transport entities (such as cormections) that transport 
information between two or more termination points 

The information objects defined in the Logical Model are used, among others, by connection management functions. In 
this way, a physical implementation independent management is achieved. 

Node B: logical node in the RNS responsible for radio transmission / reception in one or more cells to/from the UE 
The logical node terminates the lub interface towards the RNC. 

Radio Resources: resources that constitute the radio interface in UTRAN, e.g. frequencies, scrambling codes, 
spreading factors, power for common and dedicated channels 

Node B Application Part: Radio Network Signalling over the lub 

Radio Network Controller: logical node in the RNS in charge of controlling the use and the integrity of the radio 
resources 

Controlling RNC: role an RNC can take with respect to a specific set of Node B's 

There is only one Controlling RNC for any Node B. The Controlling RNC has the overall control of the logical 

resources of its node B's. 

Radio Network Subsystem: RNS can be either a fiill UTRAN or only a part of a UTRAN 

An RNS offers the allocation and release of specific radio resources to establish means of connection in between an UE 
and the UTRAN. A Radio Network Subsystem contains one RNC and is responsible for the resources and 
transmission/reception in a set of cells. 
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Serving RNS: role an RNS can take with respect to a specific connection between an UE and UTRAN 

There is one Serving RNS for each UE that has a connection to UTRAN. The Serving RNS is in charge of the radio 

connection between a UE and the UTRAN. The Serving RNS terminates the lu for this UE. 

Drift RNS: role an RNS can take with respect to a specific connection between an UE and UTRAN 

An RNS that supports the Serving RNS with radio resources when the connection between the UTRAN and the UE 
need to use cell(s) controlled by this RNS is referred to as Drift RNS. 

Radio Access Networls Application Part: Radio Network Signalling over the lu 

Radio Network Subsystem Application Part: Radio Network SignalUng over the lur 

RRC Connection: point-to-point bi-directional connection between RRC peer entities on the UE and the UTRAN 

sides, respectively 

An UE has either zero or one RRC connection. 

Standalone A-GPS SMLC: logical node that interconnects to the RNC over the lupc interface via the PCAP protocol 
This node provides GPS related data to the RNC and may perform the position calculation function. 

User Equipment: Mobile Equipment with one or several UMTS Subscriber Identity Module(s) 

A device allowing a user access to network services via the Uu interface. The UE is defined in ref. [8]. If this term is 

used in the context of lur-g, it means MS in case it uses radio resources of a DBSS. 

Universal Terrestrial Radio Access Network: UTRAN is a conceptual term identifying that part of the network which 

consists of RNCs and Node Bs between lu an Uu 

The concept of UTRAN instantiation is currently undefined. 

UTRAN Access Point: conceptual point within the UTRAN performing radio transmission and reception 

A UTRAN access point is associated with one specific cell, i.e. there exists one UTRAN access point for each cell. It is 

the UTRAN- side end point of a radio link. 

Radio Link: "radio Unk" is a logical association between a single User Equipment and a single UTRAN access point 
Its physical reaUsation comprises one or more radio bearer transmissions. 

Radio Link Set: set of one or more Radio Links that has a common generation of Transmit Power Control (TPC) 
commands in the DL 

Uu: Radio interface between UTRAN and the User Equipment 

RAB sub-flows: Radio Access Bearer can be realised by UTRAN through several sub-flows 

These sub-flows correspond to the NAS service data streams that have QoS characteristics that differ in a predefined 

manner within a RAB e.g. different reliability classes. 

RAB sub-flows have the following characteristics: 

1) The sub-flows of a RAB are established and released at the RAB estabUshment and release, respectively. 

2) The sub-flows of a RAB are submitted and delivered together at the RAB SAP. 

3) The sub-flows of a RAB are carried over the same lu transport bearer. 

4) The sub-flows of a RAB are organised in a predefined manner at the SAP and over the lu interface. The 
organisation is imposed by the NAS as part of its co-ordination responsibility. 

Set of co-ordinated DCHs: set of co-ordinated DCHs is a set of dedicated transport channels that are always 

established and released in combination 

Individual DCHs within a set of co-ordinated DCHs cannot be operated on individually e.g. if the establishment of one 
DCH fails, the establishment of all other DCHs in the set of co-ordinated DCHs shall be terminated unsuccessfully. A 
set of coordinated DCHs is transferred over one transport bearer. All DCHs in a set of co-ordinated DCHs shall have the 
same TTI. 

Shared Network Area (SNA): Area consisting or one or more LA's to which access can be controlled. 
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3.2 Abbreviations 

For the purposes of the present document, the following abbreviations apply: 



AAL 


ATM AHantation 1 avpr 


AAL2 


ATIV/T AHantatinn T avpr 9 


ALCAP 


ZT.i^i^CaO i_;iIIIV V--WIIL1VJ1 ZT.IJL/lH^£lLlWil 1 dl I 


ATM 


A Qvnphfonoii Q TvnnQfpr IVToHp 

y ii^lll VJIiVJ LIS J. 1 tlllftlCl iVAwLlC 


RM-TWF 




BMC 


RroaHpaQt/lV/TiiltipaQt ^~^on1Tol 

iJiV.lM.U-L/Clljl/lVlUlllL/Cll3l V_-UiillV.ll 




Ra^p vtatir^n xiin^v^tPTn 

UCl&C OLClLlV^ll O UUo J'oLC'lll 


CBC 






f~^pll RfOflHpju^t ^prvipp 

V.-dl JJlV/dVlL/CloL OCl VIV/C 




^w-V^lC l^CVVVV^li^ 






V_- IVi > v_ 


r^^ontfollin O" RaHio Mpt\x/orV r^^ontrollpr 

V^V/llliV/lilllg iVdVilV/ i>tLWV/i-lv V^V/illlV/llC'l 


DCH 


l~ipHir*atpH r^'liannpl 

i-^L^UlV/CllL^U- V_-iiCliiiid 


DL 


Ly\j w iiiiiiiv 


DRNS 


Drift RNS 


EDGE 


PnliarippH T~^ata ratp^; Tc\r f^lr^nal Pvoliiturn 

i_*iiiiCliiCCVi L^alCl idlCa iV/i VJiV^Udi i-(VV.^iUllV.^ii 


FACH 


Pr^r\x7arH Apppcc f^liannpl 

X yjl W Cll U rt.L/V/ClM3 V_-iiCliiiiti 


FFS 


Pr*r Piirtlipr ^tiiHv 

i V^i i Ui liiCi OLUViJ' 




GSM FDGF Radio Access Network 


GSM 


G^lohal Svstptn rar IV/Tohilp (^ommiinipations 

VJiV^UCli Oj'SLCiil iV^i iVlV^UiiC V_-V^iiiiiiUiiiV/ClliV^iio 


OTP 


GPRS Tunnelling Protocol 


IPv4 


Tntpfiipt Pfotopol vprQion 4 

illLCilld iT i VJ LVJi^VJi, VCiAHJIl 


TPvfi 


Tntpmpt Protopol vpfQion f\ 

iiilCiiid iT iV^LV^V/V^i, VCioiV/ii \J 


LA 


T npation Arpa 

J-jV^L/ttU-V^ii / vl ttl 


MAC 


IV^pHiiim Apppqq ^"^onfTol 

iViCLllLliii ZT.i^i^Cftft V^VJIILiV^i 


NAS 


ISJon Apppqq Strntiiin 


NBAP 


Node R Annlieation Part 


NNSF 


NAS Node Seleetion Fiiption 


NSAP 


Network Service Access Point 


PCH 


PatrintT (^liannpl 

i d^iii^ \_-iiClliiit'l 


QoS 


Oiialitv of .Sprvipp 
v^uciiity v.^i ot/i v-iL/t' 


RAB 


Radio Appp^s Rparpr 


RACH 


Pnndom Apppqq ^"^hnnnpl 

iVtlliLlVJiii ZT.^^^^CSS V^iltlliliCi 


RjANAP 


Radio Appp^;^ N^pt\x/ork Annlipation Part 

iVdVliV^ rt-V/V/Coo i^CLWV^ii^ rt.|J|JiiV/dLiV/ii iT di L 


RNC 


Radio N^pt^x/ork f~'onti'ollpi' 
rvdViiv^ i'lci.wv^ii^. v_-v^iiiiv^iiCi 


RNL 


Radio Network T aver 

1 \ Li \_i ivy 1. 1 L vv vji. xv i—jLiy v^x 


RJMS 


Radio Network Suhsvstem 

■ VC4 V-I- 1 X ^ VI. VV v/x XV fcj LJ-LJ o y o irVxxx 


RNSAP 


Radio N^ptu/ork ^iinsvstPTn Annlipation Pai^" 
rvdU-iVJ i>dwv.^ii^ kjuu&j'&itiii i^jjjjiiV/diiv.^ii jtcu-I 


RNTI 


Radio N^pt\x7ork Tpmnorarv Tdpntitv 
ivdLiiVJ i>CLWVJiiv iciiiL/VJidiy xu-^iiiiiy 


SAB 


Service Area Broadcast 


SAS 


Standalone A-GPS SMLC 


SMLC 


SprvintT IV/Tohilp T opation Gpntrp 

k>tiVlii£ J.ViV.^L'lit J-jV^L/dlJ-V.^ii \w-tiitit' 


SNA 


^narpd N^pt^x/ork Arpa 

OiidiC'Vl l^CLVVV^ii^. rti-Cd 




oClVlli^ ivaLllw l>CLVvVJli\- V_,VJllll VJllCl 


SRNS 


Serving RNS 


TEID 


Tunnel Endpoint Identifier 


TNL 


Transport Network Layer 


TTI 


Transmission Time Interval 


UDP 


User Datagram Protocol 


UE 


User Equipment 


UL 


Uplink 


UMTS 


Universal Mobile Telecommunication System 


USIM 


UMTS Subscriber Identity Module 


UTRAN 


Universal Terrestrial Radio Access Network 
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3.3 Notation 

Parts of the document apply only to one mode, FDD or TDD. Any such area will be tagged by [FDD — xxxxxxxxx] 
and [TDD — yyyyyyyyyyy] respectively. The tag applies to the text until the closing bracket. 



4 General principles 

The general principles guiding the definition of UTRAN Architecture as well as the UTRAN interfaces are the 
following: 

Logical separation of signalling and data transport networks. 

- UTRAN and CN functions are fully separated from transports functions. Addressing scheme used in UTRAN 
and CN shall not be tied to the addressing schemes of transport functions. The fact that some UTRAN or CN 
function resides in the same equipment as some transport functions does not make the transport functions part of 
the UTRAN or the CN. 

- Macro diversity (FDD only) is fully handled in the UTRAN. 

- Mobility for RRC connection is fully controlled by the UTRAN. 

When defining the UTRAN interfaces the following principles were followed: The functional division across the 
interfaces shall have as few options as possible. 

- Interfaces should be based on a logical model of the entity controlled through this interface. 

- One Physical Network Element can implement multiple Logical Nodes. 

Transport Network Control Plane is a functional plane in the interfaces protocol structure that is used for the transport 
bearer management. The actual signalling protocol that is in use within the Transport Network Control Plane depends 
on the underlying transport layer technology. The intention is not to specify a new UTRAN specific Apphcation Part for 
the Transport Network Control Plane but to use signalling protocols standardised in other groups (if needed) for the 
apphed transport layer technology. 



5 UMTS General architecture 
5.1 Overview 

Figure 1 shows a simpUfied UMTS architecture with the external reference points and interfaces to the UTRAN. 
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CN 




lu 



UTRAN 



Uu 



UE 



UTRAN UMTS Terrestrial Radio Access Network 
CN Core Network 

UE User Equipment 



Figure 1 : UMTS Architecture 



5.2 General protocols architecture 

The protocols over Uu and lu interfaces are divided into two structures: 

- User plane protocols 

These are the protocols implementing the actual radio access bearer service, i.e. carrying user data through the 

access stratum. 

- Control plane protocols 

These are the protocols for controlhng the radio access bearers and the connection between the UE and the 

network from different aspects (including requesting the service, controlling different transmission resources, 
handover & streamlining etc.). Also a mechanism for transparent transfer of NAS messages is included. 

5.2.1 User plane 

The radio access bearer service is offered from SAP to SAP by the Access Stratum. Figure 2 shows the protocols on the 
Uu and lu interfaces that hnked together provide this radio access bearer service. 



Non-Access Stratum 



Radio 
proto- 
cols 
(1) 



Radio 


lu 


proto- 


prolo 


cols 


cols 


(1) 


(2) 



Access Stratum 



lu 

proto 
cols 

(2) 



UE 



Radio 
(Uu) 



UTRAN 



CN 



(1) The radio interface protocols are defined in documents TS 25.2xx and TS 25.3xx. 

(2) The lu interface protocols are defined in documents TS 25.41 x. 



Figure 2: lu and Uu User plane 
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5.2.2 Control plane 

Figure 3 shows the control plane (signalling) protocol stacks on lu and Uu interfaces. 



c\/i,mm,gmm,s;m (3) Non-Access Stratum cm 



MM.GMM.SM 



(31 



Radio 
proto- 
cols 
(1) 



Radio 


lu 


proto- 


proto 


cols 


cols 


(1) 


(2) 



Access Stratum 



I 



lu 

proto 
cols 

(2) 



UE 



Radio 
(Uu) 



UTRAN 



lu 



CN 



(1 ) The radio interface protocols are defined in documents TS 25.2xx and TS 25.3xx. 

(2) The protocol is defined in documents TS 25.41 x. (Description of lu interface). 

(3) CM,MM,GMM,SM: This exemplifies a set of NAS control protocols between UE and CN. There may be 
different NAS protocol stacks in parallel. The evolution of the protocol architecture for these protocols is 
outside the scope of the present document. 

Figure 3: lu and Uu Control plane 

NOTE: Both the Radio protocols and the lu protocols contain a mechanism to transparently transfer NAS 
messages. 



6 UTRAN Architecture 

The UTRAN consists of a set of Radio Network Subsystems connected to the Core Network through the lu. 

A RNS consists of a Radio Network Controller one or more Node Bs and optionally one SAS. A Node B is connected 
to the RNC through the lub interface. 

A Node B can support FDD mode, TDD mode or dual-mode operation. 

There are two chip-rate options in the TDD mode: 3.84 Mcps TDD and 1.28 Mcps TDD. Each TDD cell supports either 

of these options. 

A Node B which supports TDD cells can support one chip-rate option only, or both options. 
A RNC which supports TDD cells can support one chip-rate option only, or both options. 
The RNC is responsible for the Handover decisions that require signalhng to the UE. 

A RNC may include a combining/spUtting function to support combination/splitting of information streams (see 
subclause 7.2.4.3). 

Inside the UTRAN, the RNCs of the Radio Network Subsystems can be interconnected together through the lur. Iu(s) 
and lur are logical interfaces. lur can be conveyed over direct physical connection between RNCs or virtual networks 
using any suitable transport network. 

The UTRAN architecture is shown in figure 4. 
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Core Network 




Figure 4: UTRAN Architecture 

Regarding the A-GPS positioning method, the RNC may have full internal support for this function and/or may be 
connected to one SAS via the lupc interface. The following picture illustrates the resulting UTRAN architecture when 
the lupc interface is adopted. 



Core Network 




The RNC may be connected to BSS supporting GERAN lu mode via the lur-g interface. The following picture 
illustrates the UTRAN and GERAN lu mode connection when the lur-g interface is adopted. 
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Core Network 



--lu 



— lu 



GERAN 
BSS 



lur-g 



RNS 



RNC 




Node B 



Node B 



Figure 4b: UTRAN and GERAN lu mode connection witli lur-g 



Each RNS is responsible for the resources of its set of cells. 

For each connection between User Equipment and the UTRAN, One RNS is the Serving RNS. When required, Drift 
RNSs support the Serving RNS by providing radio resources as shown in figure 5. The role of an RNS (Serving or 
Drift) is on a per connection basis between a UE and the UTRAN. 



C ore N etw ork 



lu 



DRNS 




SRNS 




Cells 









UE 



Figure 5: Serving and Drift RNS 



To support UE mobility between UTRAN and GERAN lu mode, the Serving RNS may be connected to the DBSS and 
vice versa as illustrated in figures 5x and 5y. The role of an RNS or BSS (Serving or Drift) is on a per connection basis 
between an UE and the UTRAN/GERAN lu mode. 



Core Network 



— lu 



DBSS 


lu|--g 


SRNS 








Cell 





MS 



Figure 5a: Serving RNS and Drift BSS 
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Core Network 



— lu 



DRNC 


lu|--g 


SBSS 








Cell 





UE 



Figure 5b: Serving BSS and Drift RNS 

The UTRAN is layered into a Radio Network Layer and a Transport Network Layer. 

The UTRAN architecture, i.e. the UTRAN logical nodes and interfaces between them, are defined as part of the Radio 
Network Layer. 

For each UTRAN interface (lu, lur, lub, lupc) the related transport network layer protocol and functionality is specified. 
The transport network layer provides services for user plane transport, signalling transport and transport of 
implementation specific O&M. 

An implementation of equipment compliant with the specifications of a certain interface shall support the Radio 
Network Layer protocols specified for that interface. It shall also as a minimum, for interoperability, support the 
transport network layer protocols according to the transport network layer specifications for that interface. 

The network architecture of the transport network layer is not specified by 3GPP and is left as an operator issue. 

The equipment compliant to 3GPP standards shall at least be able to act as endpoints in the transport network layer, and 
may also act as a switch/router within the transport network layer. 

For implementation specific O&M signalling to the Node B, only the transport network layer protocols are in the scope 
of UTRAN specifications. 
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Network. (25.442 



Signalling Link 
25.432 



Signalling Network, 
412, 25.422, 



Figure 6: Protocol layering 

Figure 6 illustrates which parts of the transport network layer that may be (but are not mandated to be) configured by 
the operator as transport networks, i.e. the radio network layer provides a destination address, namely: 

- Transport network for implementation specific O&M traffic; 

- SignalUng network for lu, lur, lur-g and lupc; 

- Transport network for lub, lur and lu CS user plane connections; 

- Transport network for lu PS user plane connections. 

The signalling link for lub signalling as seen by the radio network layer cannot be configured as a network (no address 
provided). 

A transport network for UTRAN may be configured by the operator to be used also for other traffic than UTRAN 
traffic. 

6.1 UTRAN Identifiers 

6.1.1 PLIVIN Identity 

A Public Land Mobile Network is uniquely identified as define in [6] subclause 12.1. 

6.1.2 CN Domain Identifier 

A CN Domain Edge Node is identified as defined in [6] sub-clause 12.2. 
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6.1.3 RNC Identifier 

An RNC node is uniquely identified by its RNC Identifier among the nodes in UTRAN and GERAN lu mode as 
defined in [6] sub-clause 12.3. A BSS node in GERAN lu mode is uniquely identified by its RNC Identifier among the 
nodes in GERAN lu mode and UTRAN. 



6.1 .4 Service Area Identifier 

The Service Area Identifier (SAl) is defined in [6] sub-clause 12.4. 



6.1.5 Cell Identifier 

The Cell identifier (C-Id) is used to uniquely identify a cell within an RNS/BSS. The Cell-Id together with the identifier 
of the controlling RNC/BSS (CRNC-ld) constitutes the UTRAN/GERAN Cell Identity (UC-Id) and is used to identify 
the cell uniquely within UTRAN/GERAN lu mode. UC-ld or C-ld is used to idenfify a cell in UTRAN lub and lur 
interfaces or lur-g interface. 

- UC-Id = RNC-Id + C-Id. 

The C-ld is defined by the operator, and set in the RNC/BSS via O&M. The C-ld is set in a Node B by its C-RNC or in 
the GERAN lu mode cell. 



6.1.6 Local Cellldentifier 

The Local Cell identifier is used to uniquely identify the set of resources within a Node B required to support a cell (as 
identified by a C-ld). As a minimum it shall be unique within the Node B, but it is also capable of supporting 
uniqueness within the UTRAN for management system purposes. 

The Local Cell Identifier is used for the initial configuration of a Node B when no C-Id is defined. The Local Cell 
identifier is defined by the operator, and set in both the Node B and its C-RNC via O&M. The relationship between the 
Local Cell Identifier and C-Id is set in the C-RNC via O&M. 



6.1.7 UE Identifiers 



Radio Network Temporary Identities (RNTl) are used as UE identifiers within UTRAN/GERAN lu mode and in 
signalling messages between UE and UTRAN/GERAN lu mode. 



Six types of RNTI exist: 

1) Serving RNC/BSS RNTl 

2) Drift RNC/BSS RNTI 

3) CeURNTI 

4) UTRAN/GERAN RNTI 

5) DSCHRNTI 

6) HS-DSCHRNTI 
s-RNTI is used: 

- by UE to identify itself to the Serving RNC/BSS; 

- by SRNC/SBSS to address the UE/MS; 

- by DRNC/DBSS to identify the UE to Serving RNC. 

s-RNTl is allocated for all UEs having a RRC connection, it is allocated by the Serving RNC/BSS and it is 
unique within the Serving RNC/BSS. s-RNTl is reallocated always when the Serving RNC/BSS for the RRC 
cormection is changed. 



(s-RNTl); 

(d-RNTl); 

(c-RNTI); 

(u-RNTI); 

(DSCH-RNTI); 

(HS-DSCH RNTI);] 
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d-RNTI is used: 

- by serving RNC/BSS to identify the UE to Drift RNC/BSS. 

NOTE: The d-RNTI is never used on Uu. 

d-RNTI is allocated by drift RNC/BSS upon drift UE contexts establishment and it shall be unique within the 
drift RNC/BSS. Serving RNC/BSS shall know the mapping between s-RNTI and the d-RNTIs allocated in Drift 
RNCs/BSSs for the same UE. Drift RNC/BSS shall know the s-RNTl and SRNC-ID related to existing d-RNTI 
within the drift RNC/BSS. 

c-RNTI is used: 

by UE to identify itself to the controlling RNC; 

by controlling RNC to address the UE. 

c-RNTI is allocated by controlhng RNC upon UE accessing a new cell. C-RNTI shall be unique within the 
accessed cell. Controlhng RNC shall know the d-RNTI associated to the c-RNTI within the same logical RNC 
(if any). 

u-RNTI 

The u-RNTI is allocated to an UE having a RRC connection and identifies the UE within UTRAN/GERAN lu 
mode. 

u-RNTI is composed of: 

- SRNC identity; 

- s-RNTI. 
DSCH-RNTI is used: 

- by controlhng RNC to address the UE on the DSCH [TDD- and USCH|. 

DSCH-RNTI is aUocated by controlling RNC upon UE establishing a DSCH [TDD - or USCH] channel. DSCH- 
RNTI shall be unique within the cell carrying the DSCH [TDD - and/or USCH]. [FDD - DSCH-RNTI is used as 
UE identifier in the MAC-c/sh header over DSCH. It is used only in the downlink.] [TDD - DSCH-RNTI is used 
as UE identifier in RRC messages concerning DSCH and USCH allocations and is used in both the downlink 
and uplink]. 

HS-DSCH RNTI is used: 

- for the UE specific CRC in HS-SCCH and HS-PDSCH. 

HS-DSCH RNTI is allocated by controlhng RNC upon UE establishing a HS-DSCH channel. HS-DSCH RNTI 
shall be unique within the cell carrying the HS-DSCH. 

Each RNC has a unique identifier within the UTRAN part of the PLMN, denoted by RNC identifier (RNC-ID). This 
identifier is used to route UTRAN interface messages to correct RNC. RNC-ID of the serving RNC together with the s- 
RNTI is a unique identifier of the UE in the UTRAN part of the PLMN. 

6.1.7.1 Usage of RNTI 

u-RNTl is used as a UE identifier for the first cell access (at cell change) when a RRC connection exists for this UE and 
for UTRAN originated paging including associated response messages. RNC-ID is used by Controlhng RNC/BSS to 
route the received uplink messages towards the Serving RNC/BSS. 

NOTE: For the initial access a unique core network UE identifier is used. 

c-RNTI is used as a UE identifier in all other DCCH/DTCH common channel messages on air interface. 
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6.1 .8 Identifiers for dedicated resources within UTRAN 
6.1 .8.1 Radio Network Control Plane identifiers 

Each addressable object in each reference point has an application part level identifier. This identifier is allocated 
autonomously by the entity responsible for initiation of the setup of the object. This application part identifier will be 
used as a reference to the object that is setup. Both ends of the reference point shall memorise the AP Identifier during 
the lifetime of the object. Application part identifier can be related to a specific Transport Network identifier and that 
relationship shall also be memorised by both ends. 

Table 1 lists the basic AP level identifiers in each reference point. 



Table 1 : Basic AP level identifiers in each reference point 



Object 


Identifier 


Abbreviation 


Valid for 


Radio Access Bearer 


Radio Access Bearer ID 


RAB-ID 


lu 


Dedicated Transport 
channel 


DCH-ID 


DCH-ID 


lur, lub 


Downlink Shared Channel 


DSCH-ID 


DSCH-iD 


lur, lub 


[TDD Uplink Shared 
Channel] 


USCH-ID 


USCH-ID 


lur, lub 



6.1 .8.2 Transport Network Identifiers 

Transport Network identifiers are used in the Transport Network Layer (TNL) to identify the transport bearer and may 
be used in User Plane in the actual data transmission using the transport link. The Transport Network identifier 
identifies the transport link according to the naming conventions defined for the transport link type in question. Both 
ends of the reference point of the concerned TNL shall memorise the Transport Network identifiers during the lifetime 
of the transport link. Each Transport Network identifier can be binded to an Application Part identifier. 

The Transport Network identifiers vary depending on the transport link type. 

Table 2 indicates examples of the identifiers used for different transmission link types. 

Table 2: Examples of the identifiers used for different transmission link types 



Transmission link type 


Transport Network identifier 


AAL2 


AAL2 Path ID + CID 


GTP over IP 


IP address -i- TEID 


UDP over IP 


IP address -i- UDP port 



The communication of Transport Network identifiers is made in two ways: 

When an ALCAP is used, the transport layer address communicated via the Radio Network Layers protocols (NBAP, 
RNSAP, RANAP. . .) is a Transport Network Control Plane address and the Transport Network identifiers are 
communicated through this Transport Network Control Plane only. 

When no ALCAP is used, the Transport Network identifiers are directly cormnunicated via the Radio Network Layers 
protocols (NBAP, RNSAP, RANAP...) on all interfaces. 

In both cases, the transport layer address (e.g. IP address) is encapsulated by the Transport Network Layer in the NSAP 
structure as defined in [Aimex A of [15], [16]] transported transparently on lub, lur and lu-CS and passed transparently 
from the Radio Network Layer to the Transport Network Layer. The NSAP structure (encapsulation) is only used in 
order to provide to the TNL explicit identification of the type of the TNL address that is being conveyed by the given 
RNL protocol. It is then the responsibility of the Transport Network Layer to interpret this structure (e.g. to determine 
accordingly if the requested network type is ATM or IP). 

On the lu-PS, the NSAP structure is not used in RANAP but the 'straight IP addressing' shall be used. 

The following scheme depicts the encapsulation of a native IPv6 address in NSAP structure when conveyed in RANAP, 
RNSAP and NBAP. 
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Octet 1 



octet 2 



octet 3 



octet 4 



=35 (lANA) 



JCP=Q./.mbadd.dlPv6i 



IPv6 (bytes 2-5) 



IPv6 (bytel) 



IPv6 (bytes 6-9) 



IPv6 (bytes 10-13) 



IPv6 (bytes 14-16) 



0000 0000 



6.1.8.3 



Figure 6A: iPv6 address embedded in NSAP structure in RANAP/RNSAP/NBAP. 



Binding identifier 



Binding Identifier (Binding ID) is used to initialise the linkage between ALCAP and Application Part (RANAP, 
RNSAP, NBAP) identifiers. Binding identifier can be used both in Radio Network Control plane Application Part 
protocols and in Transport Network Control Plane's ALCAP protocol. When no ALCAP is used, Binding ID may also 
be used to carry the UDP port on lub, lur and lu-CS interfaces. 

Binding ID binds the Radio and Transport Network Control plane identifiers together. To ensure maximal independence 
of those two planes, the binding ID should be used only when necessary: Binding ID shall thus be used only in Radio 
Network Control plane AppUcation Part messages in which a new association between the planes is created and in 
ALCAP messages creating new transport bearers. 

Binding ID for each transport bearer shall be allocated before the setup of that transport bearer. 

The Binding ID is sent on one direction using the Apphcation Part protocol and is return in the other direction by the 
ALCAP protocol. 

When an Application Part procedure with an allocated Binding ID is applied for modifying an existing Radio Network 
User Plane connection, the decision to use the Binding ID (and the ALCAP procedures) shall be done by that end of the 
reference point that decides whether to use the existing transport bearer or to set up a new transport bearer. 



The Binding ID shall already be assigned and tied to a radio application procedure when the first ALCAP message is 
received in a node. 



The association between the connection Id in the Apphcation Part protocol (e.g. identifying a RAB) and the 
corresponding connection Id in the ALCAP protocol (e.g. identifying the AAL2 channel for that RAB) that was created 
with the help of Binding ID shall be memorised by both peers of each reference point for the Ufetime of the 

corresponding transport bearer. 

The Binding ID may be released and re-used as soon as both the Application Part procedure and the ALCAP procedure 
that used it are completed in both peers of the reference point. 

Figure 6a illustrates how application instances of the Radio Network Control Plane and instances of the Transport 
Network Plane are Unked together through the Binding Identifier in the set-up phase. 
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Radio Network Control Plane Setup (Response) ~\ 

► ( AP-2 ) 

[Node 1 Transport Address, Binding ID] \ y 



Stepl 



ALCAP-1 



ALCAP-2 



Step 2 



(5) 



ALCAP-1 



® Model 
Transport 
Addra^S: 

BmdmlD 

ALCAP-2 



Step 3 Binding ID 




ALCAP Establish Request 



[Node 1 Transport Address, Binding ID] 




Step 1 : Application Part AP-1 assigns tlie Binding Identifier and sends a Radio Network Control Plane Set-up 

(Response) message (which of the two messages depends on the involved interface - lu/lur or lub). The 
message contains the originating node Transport layer address and the Binding Identifier. 

Step 2: Among reception of the Radio Network Control Plane Set-up message, the peer entity AP-2 requests 
ALCAP-2 to establish a transport bearer. The Binding Identifier is passed to ALCAP-2. 

Step 3: ALCAP-2 sends an ALCAP Establish Request to the peer entity ALCAP-1 . The message contains the 
Binding Identifier. The Binding Identifier allows correlating the incoming transport connection with the 
Application Part transaction in step 1 . 

Figure 6a: Usage of Binding ID 

Table 3 indicates the binding identifier allocating entity in each interface. 

Table 3: Binding identifier allocating entity in each interface 



Reference point 


Allocating entity 


Application part message Including 
Binding-ID 


lu 


CN 


Request from CN 


lur 


DRNC 


Response to the request from SRNC 


lub 


Node-B 


Response to the request from DRNC 



6.2 Transport Addresses 



The transport layer address parameter is transported in the radio network apphcation signalhng procedures that result in 
establishment of transport bearer cormections. 

The transport layer address parameter shall not be interpreted in the radio network application protocols and reveal the 
addressing format used in the transport layer. 

The formats of the transport layer addresses are further elaborated in [9], [10], [11], [18]. 



6.3 Function Distribution Principles 

For radio resource management functionaUty, the following principles apply: 
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- The CRNC owns the radio resources of a cell. 

- The SRNC handles the connection to one UE, and may borrow radio resources of a certain cell from the CRNC. 

- Dynamical control of power for dedicated channels, within limits admitted by CRNC, is done by the SRNC. 

- Dynamic control on smaller time-scale for some radio hnks of the UE connection may be done by the Node B. 
This "inner loop" control is controlled by an "outer loop", for which the SRNC has overall responsibility. 

- Scheduling of data for dedicated channels is done by the SRNC, while for common channels it is done by the 
CRNC. 

For management of node-internal resources, the following principle apply: 

Each UTRAN node is considered a network element on its own. The knowledge about the equipment of a 
network element is kept within the network element itself and its management system. The node itself always 
manages node-internal resources. 

For transport network resource management, the following principle apply: 

- Management of transport network resomces belong to the Transport Layer. Mechanisms relevant for the selected 
transport technology are used. No functional spUt between UTRAN nodes is specified what regards the 
Transport Layer. 

As a general guideline, the UTRAN protocols should be designed in such a way that they minimise the need for a 
DRNC to interpret the user plane frame protocol information other than for the combining/splitting purpose. 

7 UTRAN Functions description 
7.1 List of functions 

- Transfer of User Data. 

Functions related to overall system access control: 
Admission Control; 

- Congestion Control; 

- System information broadcasting. 

- Radio channel ciphering and deciphering. 

- Integrity protection. 

- Functions related to mobiUty: 

Handover; 

- SRNS Relocation; 

- Paging support; 
Positioning. 

- Functions related to radio resource management and control: 

- Radio resource configuration and operation; 

- Radio environment survey; 

- Combining/splitting control; 

- Connection set-up and release; 
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- Allocation and deallocation of Radio Bearers; 

- [TDD - Dynamic Channel Allocation (DCA)] ; 

- Radio protocols function; 

- RF power control; 

[3 . 84 Mcps TDD - Timing Advance] ; 

[ 1 .28 Mcps TDD - Uplink Synchronisation] ; 

- Radio channel coding; 

- Radio channel decoding; 

- Channel coding control; 

- Initial (random) access detection and handhng; 

- CN Distribution fimction for Non Access Stratum messages. 
Synchronisation. 

Functions related to broadcast and multicast services (see note) (broadcast/multicast interworking function 
BM-IWF). 

NOTE: Only Broadcast is applicable for Release 99. 
Broadcast/Multicast Information Distribution. 
Broadcast/Multicast Flow Control. 
CBS Status Reporting. 
Tracing. 

Volume reporting. 
NAS Node Selection 

7.2 Functions description 

7.2.0 Transfer of user data 

This function provides user data transfer capabihty across the UTRAN between the lu and Uu reference points. 

7.2.1 Functions related to overall system access control 

System access is the means by which a UMTS user is connected to the UTRAN in order to use UMTS services and/or 
facilities. User system access may be initiated from either the mobile side, e.g. a mobile originated call, or the network 
side, e.g. a mobile terminated call. 

7.2.1.1 Admission Control 

The purpose of the admission control is to admit or deny new users, new radio access bearers or new radio links (for 
example due to handover). The admission control should try to avoid overload situations and base its decisions on 
interference and resource measurements. The admission control is employed at for example initial UE access, RAB 
assignment/reconfiguration and at handover. These cases may give different answers depending on priority and 
situation. 

The Admission Control function based on UL interference and DL power is located in the Controlling RNC. 
The Serving RNC is performing admission Control towards the lu interface. 
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7.2.1.2 Congestion Control 

The task of congestion control is to monitor, detect and handle situations when the system is reaching a near overload or 
an overload situation with the already connected users. This means that some part of the network has run out, or wiU 
soon run out of resources. The congestion control should then bring the system back to a stable state as seamless as 
possible. 

NOTE: This admission Control function is related to Radio Resources. 
Congestion control is performed within UTRAN. 

7.2.1 .3 System information broadcasting 

This function provides the mobile station with the Access Stratum and Non Access Stratum information which are 
needed by the UE for its operation within the network. 

The basic control and synchronisation of this fimction is located in UTRAN. 

7.2.2 Radio channel ciphering and deciphering 

This function is a pure computation function whereby the radio transmitted data can be protected against a non- 
authorised third-party. Ciphering and deciphering may be based on the usage of a session-dependent key, derived 
through signalling and/or session dependent information. 

This function is located in the UE and in the UTRAN. 

7.2.3 Functions related to Mobility 

7.2.3.1 Handover 

This function manages the mobihty of the radio interface. It is based on radio measurements and it is used to maintains 
the Quality of Service requested by the Core Network. 

Handover may be directed to/from another system (e.g. UMTS to GSM handover). 

The handover function may be either controlled by the network, or independently by the UE. Therefore, this function 
may be located in the SRNC, the UE, or both. 

7.2.3.2 SRNS Relocation 

The SRNS Relocation function coordinates the activities when the SRNS role is to be taken over by another RNS/BSS. 
The SRNS relocation function manages the lu interface connection mobility from an RNS to another RNS/BSS. 
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Figure 7: Serving RNS Relocation 

The SRNS Relocation is initiated by the SRNC. 
This function is located in the RNC and the CN. 

7.2.3.3 Paging support 

This function provides the capabiUty to request a UE to contact the UTRAN/GERAN lu mode when the UE is in Idle, 
CELL_PCH or URA_PCH/GRA_PCH states [6], [21]. This function also encompasses a coordination function between 
the different Core Network Domains onto a single RRC connection. 

7.2.3.4 Positioning 

This function provides the capabihty to determine the geographic position of a UE. 

7.2.3.5 NAS Node Selection Function 

The optional NAS Node Selection Function (NNSF) enables the RNC to initially assign CN resources to serve a UE and 
subsequently setup a signalling cormection to the assigned CN resource. 

The NNSF is described in detail in [20]. 

7.2.3.6 SNA Access Control 

The SNA access control function allows the CN to request the UTRAN to apply UE specific access control to LAs of 
the UTRAN and LAs of neighbouring networks. 

The SNA access control function is based on Shared Network Areas (SNAs). An SNA is an area corresponding to one 

ore more LAs, to which UE access can be controlled. 

In order to apply SNA access control for the UTRAN or for a neighbouring system, the UTRAN shall be aware of 
whether the concerned LA belongs to one (or several) SNA(s) or not. 

If SNA access for a specific UE needs to be restricted, the CN shall provide SNA Access Information for that UE. The 
SNA Access Information indicates which SNAs the UE is allowed to access. 

The UTRAN determines if access to a certain LA for a certain UE shall be allowed. 

If access is not allowed, the UTRAN shall prevent the UE to obtain new resources in the concerned LA. 
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7.2.4 Functions related to radio resource management and control 

Radio resource management is concerned with the allocation and maintenance of radio communication resources. 
UMTS radio resources must be shared between circuit transfer mode services and packet transfer modes services 
(i.e. Connection-oriented and/or connectionless-oriented services). 

7.2.4.1 Radio resource configuration and operation 

This function performs configures the radio network resources, i.e. cells and common transport channels, and takes the 
resources into or out of operation. 

7.2.4.2 Radio environment survey 

This function performs measurements on radio channels (current and surrounding cells) and translates these 
measurements into radio channel quality estimates. Measurements may include: 

1) Received signal strengths (current and surrounding cells); 

2) Estimated bit error ratios, (current and surrounding cells); 

3) Estimation of propagation envirormients (e.g. high-speed, low-speed, satelhte, etc.); 

4) Transmission range (e.g. through timing information); 

5) Doppler shift; 

6) Synchronisation status; 

7) Received interference level; 

8) Total DL transmission power per cell. 

This function is located in the UE and in the UTRAN. 

7.2.4.3 Combining/splitting control 

This function controls the combining/splitting of information streams to receive/ transmit the same information through 
multiple physical channels (possibly in different cells) from/ towards a single mobile terminal. 

The UL combining of information streams may be performed using any suitable algorithm, for example: 

• [FDD - based on maximum ratio algorithm (maximum ratio combining)]; 

• [FDD - based on quality information associated to each TBS (selection-combining)]; 

• [TDD - based on the presence/absence of the signal (selection)]. 

[FDD - combining/spUtting control should interact with channel coding control in order to reduce the bit error ratio 
when combining the different information streams]. 

In some cases, depending on physical network configuration, there may be several entities which combine the different 
information streams, i.e. there may be combining/spUtting at the SRNC, DRNC or Node B level. 

This function is located in the UTRAN. 

7.2.4.4 Connection set-up and release 

This function is responsible for the control of connection element set-up and release in the radio access sub network. 
The purpose of this function is: 

1) To participate in the processing of the end-to-end connection set-up and release; 

2) And to manage and maintain the element of the end-to-end connection, which is located in the radio access sub 
network. 
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In the former case, this function will be activated by request from other functional entities at call set-up/release. In the 
latter case, i.e. when the end-to-end connection has already been established, this function may also be invoked to cater 
for in-call service modification or at handover execution. 

This function is located both in the UE and in the RNC. 

7.2.4.5 Allocation and deallocation of Radio Bearers 

This function consists of translating the connection element set-up (resp. release) requests into physical radio channel 
allocation (resp. deallocation) accordingly to the QoS of the Radio Access Bearer. 

This function may be activated during the call since e.g. the user service request may vary, or macro diversity may be 
used. 

This function is located in the CRNC and SRNC. 

7.2.4.6 [TDD - Dynamic Channel Allocation (DCA)] 

DCA is used in the TDD mode. It includes Fast DCA and Slow DCA. Slow DCA is the process of assigning radio 
resources, including time slots, to different TDD cells according to the varying cell load. Fast DCA is the process of 
assigning resources to Radio Bearers, and is related to Admission Control. 

7.2.4.7 Radio protocols function 

This function provides user data and signalling transfer capability across the UMTS radio interface by adapting the 
services (according to the QoS of the Radio Access Bearer) to the Radio transmission. This function includes amongst 
other: 

- Multiplexing of services and multiplexing of UEs on Radio bearers; 

- Segmentation and reassembly; 

- Acknowledged/Unacknowledged delivery according to the Radio Access Bearer QoS. 

7.2.4.8 RF power control 

This group of functions controls the level of the transmitted power in order to minimise interference and keep the 
quality of the connections. It consist of the following functions: UL Outer Loop Power Control, DL Outer Loop Power 
Control, UL Inner Loop Power Control, DL Inner Loop Power Control, UL Open Loop Power Control and DL Open 
Loop Power Control. 

7.2.4.8.1 UL Outer Loop Power Control 

The UL Outer Loop Power Control located in the SRNC [TDD - except for uplink shared channels where it is located 
in the CRNC] sets the target quality value for the UL Inner Loop Power Control which is located in Node B for FDD 
and 1.28 Mcps TDD and is located in the UE for 3.84 Mcps TDD. It receives input from quality estimates of the 
transport channel. The UL outer loop power control is mainly used for a long-term quality control of the radio channel. 

In FDD and 1.28 Mcps TDD this function is located in the UTRAN, in 3.84 Mcps TDD the function is performed in 
UTRAN and the target quality value is sent to the UE by the SRNC or the CRNC, respectively. 

In FDD and 1.28 Mcps TDD, if the connection involves both a SRNS and a DRNS the function UL Outer Loop Power 
Control (located in the SRNC [1.28 Mcps TDD - or in the CRNC, respectively]) sets the target quality for the UL Inner 
Loop Power Control function (located in Node B). 

7.2.4.8.2 DL Outer Loop Power Control 

The DL Outer Loop Power Control sets the target quality value for the DL inner loop power control. It receives input 
from quality estimates of the transport channel, measured in the UE. The DL outer loop power control is mainly used 
for a long-term quality control of the radio channel. 

This function is located mainly in the UE, but some control parameters are set by the UTRAN. 
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The SRNC, regularly (or under some algorithms), sends the target down Unk power range based on the measurement 
report from UE. 

7.2.4.8.3 UL Inner Loop Power Control 

The UL Inner Loop Power Control sets the power of the upUnk dedicated [TDD - and shared] physical channels. 

In FDD, it is a closed loop process. It receives the quality target from UL Outer Loop Power Control and quality 
estimates of the uplink dedicated physical control channel. The power control commands are sent on the downhnk 
dedicated physical control channel to the UE. This function is located in both the UTRAN and the UE. 

In 3.84 Mcps TDD it is a open loop process, it receives the quality target from the UL Outer Loop Power Control and 
uses the quality target and quality estimates of downlink channels to set the transmit power. This function is located in 
theUE. 

In 1.28 Mcps TDD, it is a closed loop process. It receives the quality target from UL Outer Loop Power Control, and 
quality estimates of the uplink dedicated physical channels as well as physical uplink shared channels, if any. The 
power control commands are sent on the downlink dedicated physical channels and physical downlink shared channels, 
if any, to the UE. This function is located in both the UTRAN and the UE. 

7.2.4.8.4 DL Inner Loop Power Control 

The DL Inner Loop Power Control sets the power of the downhnk dedicated [TDD - and shared] physical channels. It 
receives the quahty target from DL Outer Loop Power Control and quality estimates of the [FDD - downlink dedicated 
physical control channel] [TDD - downlink dedicated physical channels and physical downlink shared channels if any]. 
The power control commands are sent on the [FDD - uphnk dedicated physical control channel] [TDD - downlink 
dedicated physical channels and physical downhnk shared channels if any] to the UTRAN. 

This function is located in both the UTRAN and the UE. 

7.2.4.8.5 UL Open Loop Power Control 

The UL Open Loop Power Control sets the initial power of the UE, i.e. at random access. The function uses UE 
measurements and broadcasted cell/system parameters as input. 

This function is located in both the UTRAN and the UE. 

7.2.4.8.6 DL Open Loop Power Control 

The DL Open Loop Power Control sets the initial power of downlink channels. It receives downlink measurement 
reports from the UE. 

This function is located in both the UTRAN and the UE. 

7.2.4.9 Radio channel coding 

This function introduces redundancy into the source data flow, increasing its rate by adding information calculated from 
the source data, in order to allow the detection or correction of signal errors introduced by the transmission medium. 
The channel coding algorithm(s) used and the amount of redundancy introduced may be different for the different types 
of logical channels and different types of data. 

This function is located in both the UE and in the UTRAN. 

7.2.4.10 Radio cliannel decoding 

This function tries to reconstruct the source information using the redundancy added by the channel coding function to 
detect or correct possible errors in the received data flow. The channel decoding function may also employ a priori error 
likelihood information generated by the demodulation function to increase the efficiency of the decoding operation. The 
channel decoding function is the complement function to the channel coding function. 

This function is located in both the UE and in the UTRAN. 
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7.2.4.1 1 Channel coding control 

This function generates control information required by the channel coding/ decoding execution functions. This may 
include channel coding scheme, code rate, etc. 

This function is located in both the UE and in the UTRAN. 

7.2.4.12 Initial (random) access detection and handling 

This function will have the ability to detect an initial access attempt from a mobile station and will respond 
appropriately. The handling of the initial access may include procedures for a possible resolution of colliding attempts, 
etc. The successful result will be the request for allocation of appropriate resources for the requesting mobile station. 

This function is located in the UTRAN. 

7.2.4.13 CN Distribution function for Non Access Stratum messages 

In the RRC protocol, messages from the NAS shall be transparently transferred within the Access Stratum using the 
Direct Transfer procedure. A distribution function in the UE and the SRNC shall handle the CN domain indicator being 
part of the AS message to direct messages to the appropriate NAS entity i.e. the appropriate Mobility Management 
instance in the UE domain and the appropriate CN domain. 

In the downlink direction the UE shall be provided by the SRNC with the information on the originating CN domain for 

the individual NAS message. 

In the uplink direction, the process performed by the distribution function in the UE consists in inserting the appropriate 
values for the CN domain indicator in the AS message and the process performed by the SRNC consists in evaluating 
the CN domain indicator contained in the AS message and distribute the NAS message to the corresponding RANAP 
instance for transfer over lu interface. 

This distribution function is located in both the UE and in the SRNC. 

7.2.4.14 [3.84 Mcps TDD - Timing Advance] 

This function is used in uplink to align the uplink radio signals from the UE to the UTRAN. Timing Advance is based 
on uplink burst timing measurements performed by the Node B LI, and on Timing Advance commands sent downlink 
to the UE. 

7.2.4.15 Service specific function for Non Access Stratum messages 

A service specific function in the UE provides a SAP for a particular service (e.g. a given priority). In the downlink 
direction, the SRNC may base the routing on this SAP. 

This service specific function is located in both the UE and the SRNC. 



This function is used in uplink to synchronise the uplink radio signals from the UE to the UTRAN. At the detection of 
uplink burst, the Node B will evaluate the received power level and timing, and reply by sending the adjustment 
information to UE to modify its timing and power level for next transmission and for establishment of the Uplink 
synchronisation procedure. 



7.2.4.16 



[1 .28 Mcps TDD - Uplink Synchronisation] 



7.2.5 



Functions related to broadcast and multicast services 
(broadcast/multicast interworking function BM-IWF) 



See note. 
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7.2.5.1 Broadcast/Multicast Information Distribution 

The broadcast/multicast information distribution function distributes received CBS messages towards the BMC entities 
configured per cell for further processing. The distribution of broadcast/multicast information relate on the mapping 
between service area and cells controlled by the RNC. The provision of this mapping information is an O&M function. 

NOTE: Only Broadcast is applicable for Release 99. 

7.2.5.2 Broadcast/Multicast Flow Control 

When processing units of the RNC becomes congested, the Broadcast/Multicast Flow Control function informs the data 
source about this congestion situation and takes means to resolve the congestion. 

7.2.5.3 CBS status Reporting 

The RNC collects status data per cell (e.g. No-of-Broadcast-Completed-List, Radio-Resource-Loading-List), and 
matches these data to Service Areas. The status data is transmitted to the CBC, if a query has been made by the CBC. 

7.2.6 Tracing 

This function allows tracing of various events related to the UE and its activities. 

7.2.7 Volume Reporting 

The data volume reporting fimction is used to report the volume of unacknowledged data to the CN for accounting 
purpose. 



8 Mobility Management 

8.1 Signalling connection 

Based on [2], the UE may either have or not have a signalling connection: 

1) When a signalling connection exists that is established over the Dedicated Control Service Access Point (DC- 
SAP) from the Access Stratum. 

Therefore, the CN can reach the UE by the dedicated connection SAP on the CN side, and the UTRAN has a 
context with the UE and CN for this particular connection. This context is erased when the connection is 
released. The dedicated connection can be initiated from the UE only. 

NOTE: A dedicated connection is currently defined as Signalhng Connection in [2]. Note that in the radio 
interface, dedicated or connmon channels can be used. 

Depending on the activity of a UE, the location of the UE is known either on cell level (higher activity) or in a 
larger area consisting of several cells (lower activity). This will (i) minimise the number of location update 
messages for moving UEs with low activity and (ii) remove the need for paging for UEs known on cell level. 

2) When a dedicated connection does not exist, the CN must reach the UE via the Notification SAP. The message 
sent to the UE can be a request to the UE to estabhsh a dedicated connection. The UE is addressed with a 
user/terminal identity and a "geographical area". 

8.2 Consequences for IVIobility Handling 

It is generally agreed to contain radio access specific procedures within UTRAN. This means that all cell level mobility 
should be handled within UTRAN. Also the cell structiu'e of the radio network should not necessarily be known outside 
the UTRAN. 
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When there exists a dedicated connection to the UE, the UTRAN shall handle the radio interface mobility of the UE. 
This includes procedures such as soft handover, and procedures for handling mobility in the CELL_PCH and 
URA_PCH/GRA_PCH state [7]. 

When a dedicated connection between the UTRAN and the UE does not exist, no UE information is needed in UTRAN. 
Therefore, the mobility is handled directly between UE and CN outside access stratum (e.g. by means of registration 
procedures). When paging the UE, the CN indicates a 'geographical area' that is translated within UTRAN to the actual 
cells that shall be paged. A 'geographical area' shall be identified in a cell- structure independent way. One possibility is 
the use of 'Location Area identities'. 

During the lifetime of the dedicated connection, the registrations to the CN are suppressed by the UE. When a dedicated 
connection is released, the UE performs a new registration to the CN, when needed. 

Thus, the UTRAN does not contain any permanent 'location registers' for the UE, but only temporary contexts for the 
duration of the dedicated connection. This context may typically contain location information (e.g. current cell(s) of the 
UE) and information about allocated radio resources and related connection references. 



Synchronisation 



9.1 SYNCHRONISATION MODEL 

Different synchronisation issues are identified within UTRAN, i.e.: 

- Network Synchronisation; 

- Node Synchronisation; 

- Transport Channel synchronisation; 

Radio Interface Synchronisation; 
Time Alignment handling. 

The Nodes involved by the above mentioned synchronisation issues (with exception of Network and Node 
Synchronisation) are shown by the Synchronisation Issues Model of figure 8. 
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Figure 8: Synchronisation issues model 



ETSI 



3GPP TS 25.401 version 5.4.0 Release 5 



32 



ETSI TS 125 401 V5.4.0 (2002-09) 



10 UTRAN O&M Requirements 



10.1 O&M of Node B 

The O&M of Node B is separated in two parts: the O&M linked to the actual implementation of Node B, denoted as 
Implementation Specific O&M, and the O&M which impacts on the traffic carrying resources in Node B controlled 
from the RNC, denoted logical O&M. The RNS architecture with the O&M interfaces is shown in figure 9. 
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Figure 9: RNS architecture with O&IVI interfaces 



NOTE 1 : The concept of an interface from the RNC to the management system is shown for clarity only. It's 
definition is outside the scope of 3GPP-TSG-RAN-WG3. 

NOTE 2: The presentation of the O&M functions within the management system is shown for clarity only. Their 
actual implementation is outside the scope of 3GPP-TSG-RAN-WG3. 

NOTE 3: The standardisation of the Implementation Specific O&M is outside the scope of 3GPP-TSG-RAN-WG3. 
The 3GPP-TSG-RAN-WG3 should only address the bearer for the Implementation Specific O&M. 

NOTE 4: The figure shows only logical connections and does not intend to mandate any physical interfaces. 



1 0.1 .1 Implementation Specific O&M 

The Implementation Specific O&M functions are heavily dependent on the implementation of Node B, both for its 
hardware components and for the management of the software components. It needs therefore to be implementation 
dependent, and be performed between Node B and the management system. 

One solution for the transport of Implementation Specific O&M is to route from Node B to the management system via 
the RNC. In this case, the Implementation Specific O&M interface and lub interface share the same physical bearer, and 
[4] specifies the routing function and the transport bearer for this scenario. The deployment of the routing across the 
RNC in the UTRAN is optional. Where signalling between co-located equipment and its management system is 
required, this may be carried over the same bearer as Implementation Specific O&M. 
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10.1.2 Logical O&M 

Logical O&M is the signalling associated with the control of logical resources (channels, cells,. . .) owned by the RNC 
but physically implemented in the Node B. The RNC controls these logical resources. A number of O&M procedures 
physically implemented in Node B impact on the logical resources and therefore require an information exchange 
between RNC and Node B. All messages needed to support this iirformation exchange are classified as Logical O&M 
forming an integral part of NB AP. 



1 1 UTRAN Interfaces 

11.1 General Protocol Model for UTRAN Interfaces 



11.1.1 General 

The general protocol model for UTRAN Interfaces is depicted in figure 10, and described in detail in the following 
subclauses. The structure is based on the principle that the layers and planes are logically independent of each other. 
Therefore, as and when required, the standardisation body can easily alter protocol stacks and planes to fit future 
requirements. 
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Figure 10: General Protocol Model for UTRAN Interfaces 



11.1.2 Horizontal Layers 

The Protocol Structure consists of two main layers. Radio Network Layer, and Transport Network Layer. All UTRAN 
related issues are visible only in the Radio Network Layer, and the Transport Network Layer represents standard 
transport technology that is selected to be used for UTRAN, but without any UTRAN specific requirements. 



11.1.3 Vertical Planes 



11.1.3.1 Control Plane 

The Control Plane Includes the Application Protocol, i.e. RANAP, RNSAP or NBAP, and the Signalling Bearer for 
transporting the Apphcation Protocol messages. 
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Among other things, the Application Protocol is used for setting up bearers for (i.e. Radio Access Bearer or Radio Link) 
in the Radio Network Layer. In the three plane structure the bearer parameters in the Application Protocol are not 
directly tied to the User Plane technology, but are rather general bearer parameters. 

The Signalling Bearer for the Application Protocol may or may not be of the same type as the Signalling Protocol for 
the ALCAP. The SignalUng Bearer is always set up by O&M actions. 



11.1.3.2 



User Plane 



The User Plane Includes the Data Stream(s) and the Data Bearer(s) for the Data Stream(s). The Data Stream(s) is/are 
characterised by one or more frame protocols specified for that interface. 

11.1 .3.3 Transport Network Control Plane 

The Transport Network Control Plane does not include any Radio Network Layer information, and is completely in the 
Transport Layer. It includes the ALCAP protocol(s) that is/are needed to set up the transport bearers (Data Bearer) for 
the User Plane. It also includes the appropriate Signalling Bearer(s) needed for the ALCAP protocol(s). 

The Transport Network Control Plane is a plane that acts between the Control Plane and the User Plane. The 
introduction of Transport Network Control Plane is performed in a way that the Application Protocol in the Radio 
Network Control Plane is kept completely independent of the technology selected for Data Bearer in the User Plane. 
Indeed, the decision to actually use an ALCAP protocol is completely kept within the Transport Network Layer. 

It should be noted that ALCAP might not be used for all types Data Bearers. If there is no ALCAP signalling 
transaction, the Transport Network Control Plane is not needed at all. This is the case when pre-configured Data 
Bearers are used or when the IP UTRAN option is used between two IP UTRAN nodes or between an IP UTRAN node 
and an IP CN node. 

When Transport Network Control Plane is used, the transport bearers for the Data Bearer in the User Plane are set up in 
the following fashion. First there is a signalling transaction by the Application Protocol in the Control Plane, which 
triggers the set up of the Data Bearer by the ALCAP protocol that is specific for the User Plane technology. 

For interworking of an IP UTRAN node with another UTRAN node using only the ATM transport option, an IP 
ALCAP protocol may be supported depending on the interworking solution selected: 

1) ATM/IP Dual Stack supported in the IP UTRAN node. When an ATM/IP dual stack is implemented in the IP 
UTRAN node, support of an IP ALCAP protocol is not required. 
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2) Use of an interworking function (IWF) as logical part of the IP UTRAN node. When the IWF is implemented in 
the IP UTRAN node, support of an IP ALCAP protocol is not required. 
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3) Use of an interworking unit (IWU) as a separate logical unit. When a separate logical IWU is used to perform the 
interworking, [19] shall be used as the signalling protocol to control the estabUshment of the coimections 
between the IP UTRAN node and this IWU. 
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It should also be noted that the ALCAP protocol(s) in the Transport Network Control Plane is/are not used for setting 
up the Signalling Bearer for the Application Protocol or for the ALCAP during real time operation. 

The Signalling Bearer for the ALCAP may or may not be of the same type as the SignalUng Bearer for the Application 
Protocol. The SignalUng Bearer for ALCAP is always set up by O&M actions. 

11.1 .3.4 Transport Network User Plane 

The Data Bearer(s) in the User Plane, and the Signalling Bearer(s) for Application Protocol, belong also to Transport 
Network User Plane. As described in the previous subclause, the Data Bearers in Transport Network User Plane are 
directly controlled by Transport Network Control Plane during real time operation, but the control actions required for 
setting up the Signalling Bearer(s) for Application Protocol are considered O&M actions. 



1 1 .2 Protocol Model (Informative) 

The following subclause is a informative subclause which aim is to provide an overall picture of how the MAC layer is 
distributed over Uu, lub and lur for the RACH, FACH, DCH, DSCH, HS-DSCH and [TDD USCH]. 

1 1 .2.1 RACH Transport Channel 

Figure 1 1 shows the protocol stack model for the RACH transport channel when the ControlUng and Serving RNC are 
co-incident. 

For the RACH transport channel, Dedicated MAC (MAC-d) uses the services of Common MAC (MAC-c/sh). 



DTCH DCCH CCCH 



CCCH DCCH DTCH 








RachFP 




TNL 


PHY 





MAG-d 



MAC-c/sh 



RachFP 



TNL 



Uu NodeB lub CRNC/SRNC 

Figure 11: RACH: Coincident Controlling and Serving RNC 

The Common MAC (MAC-c/sh) entity in the UE transfers MAC-c/sh PDU to the peer MAC-c/sh entity in the RNC 
using the services of the Physical Layer. 
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An Interworking Function (IWF) in the Node B interworks the RACH frame received by the PHY entity into the RACH 

Frame Protocol (RACH FP) entity. 

The RACH Frame Protocol entity adds header information to form a RACH FP PDU that is transported to the RNC 
over a transport bearer. 

At the RNC, the RACH FP entity dehvers the MAC-c/sh PDU to the MAC-c/sh entity. 

Figure 12 shows the protocol model for the RACH transport channel with separate Controlling and Serving RNC. In 
this case, lur RACH Frame Protocol (RACH FP) is used to interwork the Common MAC (MAC-c/sh) at the Controlling 
RNC with the Dedicated MAC (MAC-d) at the Serving RNC. 
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Figure 12: RACH: Separate Controiiing and Serving RNC 

1 1 .2.2 CPCH [FDD] Transport Channel 

Figure 13 shows the protocol model for the CPCH [FDD] transport channel when the Controlling and Serving RNC are 
co-incident. 

For the CPCH [FDD] transport channel. Dedicated MAC (MAC-d) uses the services of Common MAC (MAC-c/sh). 



ETSI 



3GPP TS 25.401 version 5.4.0 Release 5 



37 



ETSI TS 125 401 V5.4.0 (2002-09) 



DTCH DCCH 



DCCH DTCH 






CpchFP 


PHY 


TNL 



MAC-d 



MAC-c/sh 



CpchFP 



TNL 



Uu NodeB lub CRNC/SRNC 

Figure 13: CPCH [FDD]: Coincident Controlling and Serving RNC 

The Common MAC (MAC-c/ sh) entity in the UE transfers MAC-c PDU to the peer MAC-c entity in the RNC using 
the services of the Physical Layer. 

An Interworking Function (IWF) in the Node B interworks the CPCH [FDD] frame received by the PHY entity into the 
CPCH [FDD] Frame Protocol (CPCH FP) entity. 

The CPCH [FDD] Frame Protocol entity adds header information to form a CPCH [FDD] FP PDU which is transported 
to the RNC over a transport bearer. 

At the RNC, the CPCH [FDD] FP entity delivers the MAC-c PDU to the MAC-c entity. 

Figure 14 shows the protocol model for the CPCH [FDD] transport channel with separate Controlling and Serving 
RNC. In this case, lur CPCH [FDD] Frame Protocol (CpchFP) is used to interwork the Common MAC (MAC-c/sh) at 
the ControlUng RNC with the Dedicated MAC (MAC-d) at the Serving RNC. 
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Figure 14: CPCH [FDD]: Separate Controlling and Serving RNC 



SRNC 



1 1 .2.3 FACH Transport Channel 



Figure 15 shows the protocol model for the FACH transport channel when the Controlhng and Serving RNC are co- 
incident. 
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Figure 15: FACH Co-incident Controlling and Serving RNC 

The Common MAC (MAC-c/sh) entity in the RNC transfers MAC-c PDU to the peer MAC-c entity in the UE using the 
services of the FACH Frame Protocol (FACH FP) entity. 

The FACH Frame Protocol entity adds header information to form a FACH FP PDU which is transported to the Node B 
over a transport bearer. 

An Interworking Function (IWF) in the Node B interworks the FACH frame received by FACH Frame Protocol (FACH 

FP) entity into the PHY entity. 

FACH scheduling is performed by MAC-c/sh in the CRNC. 

Figure 16 shows the protocol model for the FACH transport channel with separate Controlling and Serving RNC. In this 
case, lur FACH Frame Protocol is used to interwork the Common MAC (MAC-c) at the Controlling RNC with the 
Dedicated MAC (MAC-d) at the Serving RNC. 
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Figure 16: FACH: Separate Controlling and Serving RNC 
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1 1 .2.4 DCH Transport Channel 

Figure 17 shows the protocol model for the DCH transport channel when the Controlling and Serving RNC are co- 
incident. 
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Figure 17: DCI-I: Co-incident Controlling and Serving RNC 

The DCH transport channel introduces the concept of distributed PHY layer. 

An Interworking Function (IWF) in the Node B interworks between the DCH Frame Protocol (DCH FP) entity and the 
PHY entity. 
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Figure 18: DCH: Separate Controlling and Serving RNC 
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Figure 18 shows the protocol model for the DCH transport channel with separate ControlUng and Serving RNC. In this 
case, the lub DCH FP is terminated in the CRNC and interworked with the lur DCH FP through a PHY function. This 
function performs optional soft handover or can be a null function. 
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1 1 .2.5 DSCH Transport Channel 

Figure 19 shows the protocol model for the DSCH transport channel when the ControlUng and Serving RNC are co- 
incident. 
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Figure 19: DSCH Co-incident Controlling and Serving RNC 



The Shared MAC (MAC-c/sh) entity in the RNC transfers MAC-c/sh PDU to the peer MAC-c/sh entity in the UE using 
the services of the DSCH Frame Protocol (DSCH FP) entity. The DSCH FP entity adds header information to form a 
DSCH FP PDU that is transported to the Node B over a transport bearer. 

An Interworking Function (IWF) in the Node B interworks the DSCH frame received by DSCH FP entity into the PHY 
entity. DSCH scheduling is performed by MAC-c/sh in the CRNC. 

Figure 20 shows the protocol model for the DSCH transport channel with separate Controlling and Serving RNC. In this 
case, lur DSCH Frame Protocol is used to interwork the MAC-c/sh at the Controlhng RNC with the MAC-d at the 
Serving RNC. 
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Figure 20: DSCH: Separate Controlling and Serving RNC 
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1 1 .2.6 USCH Transport Channel [TDD] 

Figure 21 shows the protocol model for the USCH transport channel when the ControlUng and Serving RNC are co- 
incident. 
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Figure 21 : USCH Co-incident Controlling and Serving RNC 



The Shared MAC (MAC-c/sh) entity in the RNC receives MAC-c/sh PDU from the peer MAC-c/sh entity in the UE 
using the services of the Interworking Function in the Node B, and the USCH Frame Protocol (USCH FP) entity. The 
USCH FP entity in the Node B adds header iirformation to form a USCH FP PDU that is transported to the RNC over a 
transport bearer. 

An Interworking Function (IWF) in the Node B interworks the received USCH PHY entity into an USCH frame to be 
transmitted by the USCH FP entity over the lub interface. USCH scheduling is performed by MAC-c/sh in UE and by 
C-RRC in the CRNC. 

Figure 22 shows the protocol model for the USCH transport channel with separate Controlling and Serving RNC. In this 
case, lur USCH Frame Protocol is used to interwork the MAC-c/sh at the Controlhng RNC with the MAC-d at the 
Serving RNC. 
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Figure 22: USCH: Separate Controlling and Serving RNC 
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1 1 .2.7 HS-DSCH Transport Channel 



Figure 23 shows the protocol model for the HS-DSCH transport channel when the Controlling and Serving RNC are co- 
incident. 
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Figure 23: HS-DSCH Co-incident Controlling and Serving RNC 

The High Speed MAC (MAC-hs) entity in the Node B transfers MAC-hs PDU to the peer MAC-hs entity in the UE 
over the Uu interface. The Dedicated MAC (MAC-d) entity in the RNC transfers MAC-d PDUs to the MAC-hs in the 
Node B using the services of the HS-DSCH Frame Protocol (HS-DSCH FP) entity. The HS-DSCH FP entity adds 
header information to form a HS-DSCH FP PDU that is transported to the Node B over a transport bearer. 

A Relaying Function in the Node B relays the HS-DSCH frame received by HS-DSCH FP entity to the MAC-hs entity. 
HS-DSCH scheduling is performed by MAC-hs in the Node B. 

Figure 24 shows the protocol model for the HS-DSCH transport chaimel with separate Controlling and Serving RNC. In 
this case, lur HS-DSCH Frame Protocol is used to interwork the Flow Control function at the ControlUng RNC with the 
MAC-d at the Serving RNC. Also in this case, lub HS-DSCH Frame Protocol is used to interwork the MAC-hs at the 
Node B with the Flow Control function at the Controlhng RNC. 
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Figure 24: HS-DSCH: Separate Controlling and Serving RNC (configuration with CRNC flow control) 



Figure 25 shows the protocol model for the HS-DSCH transport channel with the Drift RNC being bypassed. In this 
case, the CRNC does not have any user plane function for the HS-DSCH. MAC-d in SRNC is located directly above 
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MAC-hs in Node B, i.e. in the HS-DSCH user plane the SRNC is directly coimected to the Node B, thus bypassing the 
CRNC. 
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Figure 25: HS-DSCH: Serving RIVIC witli bypassed Controlling RNC (configuration without CRNC flow 

control) 



12 UTRAN Performance Requirements 
12.1 UTRAN delay requirements 

Void. 
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